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allow for the counter-propagation distribution of the drive 
beam, the distance between PWFA cells must be equal to 

half of the distance between mini-trains, i.e. 600 ns/2 or 
about 90 m.  

 
Figure 1: Concept for a multi-stage PWFA-based Linear Collider. 

 
Main beam: bunch population, bunches per train, rate 1×1010, 125, 100 Hz 
Total power of two main beams 20 MW 
Drive beam: energy, peak current and active pulse length 25 GeV, 2.3 A, 10 µs 
Average power of the drive beam 58 MW 
Plasma density, accelerating gradient and plasma cell length 1×1017cm-3, 25 GV/m, 1 m 
Power transfer efficiency drive beam=>plasma =>main beam 35% 
Efficiency: Wall plug=>RF=>drive beam 50% × 90% = 45% 
Overall efficiency and wall plug power for acceleration 15.7%, 127 MW 
Site power estimate (with 40MW for other subsystems) 170 MW 
Main beam emittances, x, y 2, 0.05 mm-mrad 
Main beam sizes at Interaction Point, x, y, z 0.14, 0.0032, 10 µm 
Luminosity 3.5×1034 cm-2s-1 
Luminosity in 1% of energy 1.3×1034 cm-2s-1  

Table 1: Key parameters of the conceptual multi-stage PWFA-based Linear Collider. 

 
Properties of the drive and main beam bunches have 

been optimized by particle-in-cell simulations using the 
code QUICKPIC [5,13]. The main beam bunch charge is 
1.0×1010 particles with a Gaussian distribution. A plasma 
density of 1017cm-3 and a drive bunch charge of 2.9×1010 
were chosen to achieve a power transfer efficiency from 
the drive beam to the main beam of 35% with a gradient 
of roughly 25 GV/m.  The drive beam bunch length is 30 
µm while the main beam bunch length is 10 µm and the 
drive-main beam bunch separation is 115 µm. The 
separation between the two bunches must be 
approximately equal to the plasma wavelength. 

The parameters and luminosity at the interaction 
point (IP) were optimized for the high beamstrahlung 
regime, which is inherent to short bunch length colliders 
[6]. The luminosity within 1% of the nominal center-of-
mass energy is 1.3×1034 cm-2s-1

, which is similar to that in 

the International Linear Collider (ILC) design [7].  The 
relative energy loss due to beamstrahlung is about !B = 
30%. The main beam emittances are typical for TeV 
collider designs, and the "-functions at the IP are "x/y = 
10/0.2 mm. These IP parameters are quite close to those 
for CLIC [8]. Previous physics studies for the interaction 
region and detector design, background and event 
reconstruction techniques [9] are all applicable.  

The main beam generation complex could be 
similar to that of the CLIC design with a polarized 
electron source and a conventional positron source. The 
plasma acceleration process maintains beam polarization, 
and would also accommodate a polarized positron beam. 
The damping rings would store multiple trains of 
bunches, one of which would be extracted on each 100 Hz 
machine cycle. The extracted beams would be 
compressed in multi-stage bunch compressors before 

Figure 1: Layout of a 500 GeV PWFA Linear Collider. Each main bunch is accelerated by 25 GeV in each of ten plasma
stages. The plasma is driven by e! bunches, generated by a SCRF CW recirculating linac, and distributed co-linearly
with the main beams.

decelerating field; the transformer ratio. We design for a
transformer ratio of 11. A transformer ratio higher than 1
would reduce the drive beam energy, but tighten the main
bunch injection tolerances, as the main bunch needs to be
positioned closer to the trailing edge of the bubble. Using
Gaussian beam current profiles, the optimization yields [6]
a drive bunch charge of 2x1010, drive bunch length of 40m
(approx. the plasma wavelength/2!), a distance between
the drive bunch and the main bunch of 187 um and a final
main bunch energy spread of a few %. Assuming opera-
tion in the PWFA blow-out with the stated parameters and
electron bunches with a Gaussian charge profile, an over-
all drive bunch to main bunch power transfer efficiency of
50% is achieved in QuickPIC [7] simulations. The drive to
plasma transfer efficiency is 77% and the plasma to main
bunch transfer efficiency is 65% [6]. For positron accel-
eration other regimes such as the near hollow channel pro-
posed most recently by [8] shows promise, however precise
efficiency calculations have not yet been performed for this
regime.

DRIVE BEAM GENERATION
The plasma cells are powered by trains of bunches pro-

duced using recirculating linac acceleration. Each drive
bunch powers one single plasma cell accelerating one sin-
gle main bunch by 25 GeV, and is then ejected to a dump.
The process starts with a CW SC linac for optimum effi-
ciency and a recirculating beam line to reduce the overall
drive beam linac length and the associated cost and cryo-
genics power. The bunches are fed into an accumulator
ring to generate the time structure required to power the

1In the blow-out regime the transformer ratio could be chosen to be
significantly larger than 1.

plasma stages, see Fig. 1. When enough bunches to accel-
erate a single electron and positron bunch to their final en-
ergy have been accumulated in the ring, they are extracted
and distributed to the plasma cells from a co-linear distri-
bution system. This system uses fast kickers, small angle
bends and magnetic chicanes as delay lines to satisfy the
time constraints. Due to the co-linear drive beam, and ex-
ploiting the energy difference drive beam and main beam,
the kick angle required for drive beam injection before a
plasma stage is at most 9 mrad (varying with energy), and
we foresee that a solution based on conventional technol-
ogy (septa and kickers) will fulfill the timing requirements
of the PWFA-LC. More details about the drive beam gen-
eration and injection/extraction can be found in [9].

POWER ESTIMATES
The estimated total wall plug power consumption of the

complex is summarized in Fig. 2. It assumes 50% drive
to main bunch efficiency as discussed above, a realistic
power supply efficiency of 90% and a klystron efficiency
of 65% (based on LEP or CEBAF experience with CW op-
eration). With these efficiencies the rf power to accelerate
the drive beam up to the requested energy of 25 GeV varies
from 26 MW to 114 MW at center of mass energy of 250
GeV and 3 TeV respectively. In addition 1 MW to 13 MW
have to be provided to compensate for synchrotron radi-
ation losses in the accumulator ring. Thus the wall plug
power for drive beam acceleration varies from 61 MW to
211 MW corresponding to the lion’s share of the total wall
power consumption. The cryogenic power of the SC linacs
is only 15.7 MW using recirculation. The resulting drive
beam wall-plug to drive beam efficiency is 40%, and the
total beam acceleration efficiency of about 20% is partic-
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01 Circular and Linear Colliders
A16 Advanced Concepts

Advanced Accelerator Concepts and Facilities – 
laser cleaning now while planning for colliders of the future

• ‘Warm’ Drive Linac 
• 4ns bunch spacing 
• Many turnarounds

Seryi et al (2008) SLAC-PUB-13766
Adli et al (2013) SLAC-PUB-15426

• ‘Cold’ Drive Linac 
• 100µs bunch spacing 
• Tricky delay chicanes


